
PS-400T2

Shell material

Weight

Product size

Noise

SPECIFICATIONS

Product information

Ionization Tube

PM2.5HCHOPlasma Ions Sterilization HCoV GX-P2V H1N1 EV71 TVOCASFV Odor Air Volume

ABS

3.85 kg

240*240*820 mm

≤50 dB

Filter type High efficiency filter

Material

Quantity 1 pcs

Size 70 mm

Estimated Tube Life 17000 Hours

Various composite materials,  
stainless steel outer mesh

APPLICATION

PS-400T2 is applicable to hotels, residences, hospitals, 
nursing,  schools, libraries, cafes, supermarkets, 
restaurants, residences, office  buildings, casinos, and 
other public places

Electrical

Rated Voltage 220V AC / 240V AC

Frequency 50 / 60 Hz                        

Power 30 W

Internal Fuse/overload safety protection design and  
Power dual protection

Hair dryer

Air outlet

Base

touch screen

Inlet

+ -

+ -

Remote control function

Plasma switch Sleep wind

switch

Wind speed+

Timing+
Shaking head
Wind speed-

Timing-Plasma  
Tuble

body

820mm

240mm

Fan

High efficiency 
filter

 Application area

Air volume

4 0㎡

400m³/h
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