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SPECIFICATIONS

Product information

Electrical

Ionization Tube

PM2.5HCHOPlasma Ions Sterilization HCoV GX-P2V H1N1 EV71 TVOCASFV Odor Air Volume

0~138 m³/h

50~80 ㎡

Aluminium alloy

3 kg

300*104*402 mm

≤50 dB

High efficiency filter (2 pcs)

Voltage 24V DC

Power 50 W                                    

Number of UV lamps 1 pcs

Material

Quantity 1 pcs

Size 180 mm

Estimated Tube Life 17000 Hours

Various composite materials,  
stainless steel outer mesh

Handle  
(Removable)

Safety switch  
Fuse(2A)  
Fan

High efficiency filter

Installation  
fixing hole

High efficiency filter

Screw foot pad  
(Removable)

UV lamp

UV lamp
powersupply

Wind speed
regulating switch

Ion tube power
supply

Plasma tube

300mm

40
2 

m
m

104mm

DC24V Power  
Connector  
Switch
Work indicator

APPLICATION

PS-501TV is applicable to hotels, residences, hospitals,  

nursing, schools, libraries, cafes, supermarkets,  

restaurants, residences, office buildings, casinos, and  

other public places

Optional accessories: app、remote control、ion quantity  

control system
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